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Abstract of DE1 9809299 

The reception tank is connected to a pressure 
vessel for animal carcass sterilization. This is 
preceded by a cadaver comminuter. The 
pressure vessel is connected to the flue gas 
line from the block thermal power station, to 
heat comminuted cadavers. An Independent 
claim is included for the method of operation. 
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Die f olgenden Angaben sind den vom Anmelder eingereichten Unterlagen entnommen 

Prufungsantrag gem. § 44 PatG ist gestellt 

© Biogasanlage und Verfahren zur Herstellung von Biogas 

® Die Erfindung betrifft eine Biogasanlage (1) mit einem 
Vorbehalter (2), einem Reaktor (3) und einem mit dem aus 
landwirtschaftlichen Bioabfallen produzierten Biogas des 
Reaktors (3) betriebenen Blockheizkraftwerk (4). 
Der Erfindung liegtdie Aufgabe zugrunde, eine Biogasan- 
lage (1) zu schaffen, in welcher anfallende Tlerkadaver be- 
seitigt und damit die Produktion der Biogasanlage (1) ge- 
steigert werden kann. 

Diese Aufgabe wird erflndungsgemafc dadurch gelost, 
dafS dem Vorbehalter (2) ein Druckbehalter (5) zurTlerkor- 
per-Sterilisation und diesem eine Zerkleinerungseinrich- 
tung (6) fur die "Tlerkadaver vorgeordnet sind und der 
. Druckbehalter (5) mit der Abgasleitung (13) des Blockheiz- 
kraftwerkes (4) zur Erhitzung der zerkleinerten Terkada- ~C^\ — T >d^n n 
ver verbunden ist. C= J^ 
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